














Belt Drive BD

mounting feet
· For free standing mounting of ducted fans
· Fixes directly to fan case flange
· Hot dipped galvanised steel
· Supplied individually, less fixings
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060B-0315 315 200 265 315 180 40 23 3 9 1.0

060B-0400 400 250 350 400 230 50 27.5 4 9 1.5

060B-0500 500 315 450 500 290 50 27.5 4 11 2.5

060B-0560 560 355 510 560 330 60 32 5 11 4.0

060B-0630 630 400 580 630 375 60 32 5 11 5.0

060B-0710 710 450 660 710 425 60 32 5 11 5.5

060B-0800 800 500 750 800 475 60 32 5 11 6.0

060B-1000 1000 630 950 1000 595 70 36 6 13 12.0

060B-1250 1250 780 1200 1250 745 70 36 6 13 16.0

060B-1400 1400 813 1300 1400 773 100 53 8 13 18.0

060B-1600 1600 950 1500 1600 900 70 40 8 19 28.0

Product Fan A B C D E F G H Weight
Code Dia kg



· Pre-galvanised sheet steel with perforated steel lining
· Infill of glass tissue faced high density mineral wool
· For saturated or other special applications please refer to Elta

C No. D TAPPED HOLES
 ON E - PCD

AIR-FLOW

POD FITTED TO EP TYPE ONLY

B
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068-0315-*D**P 315 315 630 417 8 M8 355 9 11 15 17

068-0400-*D**P 400 400 800 500 8 M10 450 13 16 22 26

068-0500-*D**P 500 500 1000 652 12 M10 560 18 22 32 37

068-0560-*D**P 560 560 1120 712 12 M10 620 22 26 39 46

068-0630-*D**P 630 630 1260 782 12 M10 690 26 32 48 57

068-0710-*D**P 710 710 1420 862 16 M10 770 32 39 59 71

068-0800-*D**P 800 800 1600 952 16 M10 860 40 49 74 90

068-1000-*D**P 1000 1000 2000 1202 16 M12 1070 66 82 124 151

068-1250-*D**P 1250 1250 2500 1452 20 M12 1320 80 100 151 185

068-1400-*D**P 1400 1400 - 1602 20 M12 1470 162 210 - -

068-1600-*D**P 1600 1600 - 1802 24 M16 1680 210 273 - -

Product Fan A A B C D E Weight kg
Code Dia 1D 2D 1DEP 1DENP 2DEP 2DENP

1 or 2
SEE DIM ‘A’

E = WITH POD or
EN = WITHOUT POD

silencers
Belt Drive BD



Belt Drive BD

bell mouth inlets
· For improved airflow in end of duct applications
· Fixed directly to fan case flange
· Hot dipped galvanised steel

241-0315-BELL* 315 380 3 58 395 2.5

241-0400-BELL 400 485 3 75 515 4.5

241-0500-BELL 500 585 3 93 630 6.2

241-0560-BELL 560 645 3 105 700 7.5

241-0630-BELL 630 715 3 105 780 9.0

241-0710-BELL 710 795 3 120 870 11.1

241-0800-BELL 800 885 3 135 970 13.5

241-1000-BELL 1000 1110 3 165 1200 20.0

241-1250-BELL 1250 1380 3 205 1480 29.0

241-1400-BELL 1400 1540 3 230 1670 40.0

241-1600-BELL 1600 1750 3 265 1900 52.0

Product Fan B C D E Weight
Code Dia A kg
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Belt Drive BD

non-return dampers
· Prevents reverse flow of air when fan not operating
· Fixed directly to fan case flange
· Hot dipped galvanised steeland galvanised steel butterfly type blades
· Suitable for horizontal or vertical (upward airflow) mounting

019-0315-STD 315 375 180 300 210 2.0 8 10 355 6 8

019-0400-STD 400 475 220 400 270 3.0 8 12 450 13 18

019-0500-STD 500 585 220 400 315 3.0 12 12 560 17 24

019-0560-STD 560 645 220 450 375 3.0 12 12 620 20 30

019-0630-STD 630 715 250 450 420 3.0 12 12 690 25 34

019-0710-STD 710 795 250 570 470 3.0 16 12 770 28 46

019-0800-STD 800 885 300 570 525 3.0 16 12 860 36 54

019-1000-STD 1000 1110 420 790 646 4.0 16 15 1070 78 115

019-1250-STD 1250 1380 420 840 805 5.0 20 15 1320 128 192

019-1400-STD 1400 1540 420 900 874 5.0 20 15 1470 156 240

019-1600-STD 1600 1750 550 1000 975 5.0 24 19 1680 186 300

Product Fan B C D E G H J Weight kg
Code Dia A Short Long Short Long
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Belt Drive BD

anti-vibration mounts
· Fit directly to mounting feet
· Rubber with steel insert or enclosed spring mounts
· Supplied as set of 4, complete with fixings
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05.103 64 50 43 5.5 20 M6 Ø7 0.040

19.100 80 57 45 5 32 M8 12 x 9 0.100

19.101 95 71 60 5 45 M10 14 x 9 0.193

19.102 150 115 86 6 70 M12 22X11

Product A B C D E F G Weight
Code kg

3mm THICK RIBBED
RUBBER MOUNTING PAD

F FIXING SCREW
AND LOCK NUT.
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SLOTS FOR G DIA BOLT

ES20 76 54/60 38 3 66 M8 48 0.040

ES25 110 85/90 70 6 94 M10 78 0.100

ELS25 180 130/150 95 6 133 M16 111 0.193

Product A B C D E F G H
Code



Elta Fans Ltd - Applied Technology Elta Fans Ltd - Building Services

17 Barnes Wallis Road, 46 Third Avenue,

Segensworth East Industrial Estate, Pensnett Trading Estate, Kingswinford,

Fareham, Hampshire, P015 5ST, United Kingdom. West Midlands, DY6 7US, United Kingdom.

Visit: eltafans.com e-mail: mailbox@eltafans.co.uk

Applied Technology: Tel: +44 (0) 1489 566500 Fax: +44 (0) 1489 566555

Building Services: Tel: +44 (0) 1384 275800 Fax: +44 (0) 1384 275810

Export: Tel: +44 (0) 1489 566523 Fax: +44 (0) 1489 566543




