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Multiflow SMB - square Cased
Sound Data

SMB - SINGLE Phase

Product dBA
Code 63Hz |125Hz |250Hz| 500Hz | 1kHz | 2kHz | 4kHz | 8kHz | @
3m
SMB350/2-4-2 80 75 77 77 75 75 70 63 60
SMB400/2-3-2 87 79 81 84 84 83 78 70 68
SMB350/4-5-2 66 65 64 61 59 58 51 42 43
SMB400/4-5-2 73 72 7 68 66 65 58 50 50

SMB450/4-5-2 78 76 74 72 69 69 63 54 54
SMB500/4-4-2 75 76 75 76 74 72 67 61 58
SMB550/4-4-2 80 78 80 79 79 76 73 64 62
SMB650/4-4-2 83 84 84 84 85 81 77 70 68

SMB - THREE Phase

Product dBA
Code 63Hz |125Hz |250Hz| 500Hz | 1kHz | 2kHz | 4kHz | 8kHz | @
3m

SMB500/4-5-3 75 76 75 76 74 72 67 61 58
SMB550/4-5-3 80 78 80 79 79 76 73 64 62
SMB650/4-4-3 82 83 83 83 84 80 76 69 67
SMB700/4-5-3 85 81 85 84 85 81 78 70 68
SMB500/6-5-3 66 68 64 69 69 59 55 46 50
SMB550/6-5-3 74 76 73 74 73 67 62 54 55
SMB650/6-5-3 78 79 78 75 75 7 67 59 58
SMB700/6-4-3 80 79 79 78 75 7 67 59 59
SMB800/6-4-3 82 80 76 81 75 70 62 54 60
SMB1000/6-3-3 90 89 86 86 83 79 70 63 67
SMB800/8-5-3 82 80 76 81 75 70 62 54 58
SMB1000/8-4-3 80 82 81 78 74 n 64 56 61

Acoustic data: tests and preparation of data have been carried out in accordance with BS848 Part 2(1985). The In-duct Sound Power Level Spectra are in dB re 1pW. The overall
A-Scale sound pressure level is at a distance of three metres with spherical propagation. It is expressed in dB re 20uPa and is presented for comparative purposes only as in
practice the semi-reverberant nature of any installation and directivity effects can give a different level.
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Multiflow SMB - square Cased
Performance Curves
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Multiflow SMB - square Cased
Performance Curves
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Multiflow SMB - square Cased

Performance Curves
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Multiflow SMB - square Cased
Performance Curves

m
=

8 Pole 3Ph Range

450
SMB800/8-5-3
e S\IB1000/8-4-3
400 N
350 \\
300

250 \

200 \

150 \
100 \

50

Pressure - Pa

0 \

0.0 05 1.0 15 2.0 25 3.0 35 4.0 45 5.0 55 6.0 6.5 7.0 75 8.0
Volume - m3/s

SELECT



t: 01384 275800 f£: 01384 275810 visit: eltafans.com o

Multiflow SMB - Square Cased

Accessories
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Flexible Connectors
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E Product Fan |Weight
Code Size (kg - Provides easy flexible
connection with any
063-0350-MFB 350 | 23 matched ducting
063-0400-MFB 400 | 26 . Supplied as an
063-0450-MFB 450 | 29 assembly (less fixings)
063-0500-MFB 500 | 3.2 - Grey elastomer coated
063-0550-MFB 550 4.6 fibreglass material fixed
063-0650-MFB 650 | 5.4 to galvanised steel
063-0700-MFB 700 | 58 flanges
063-0800-MFB 800 | 6.6
063-1000-MFB 1000 | 8.1
Anti-Vibration Mounts
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Product AlB | c!| D E F g | Weight - Fit directly to mounting feet
Code kg - Rubber with steel insert
- Supplied as set of 4,
062-S16G 64 50 43 55 20 M6 | &7 | 0.040 complete with fixings
062-S2B 0.100
L 80 57 45 5 32 M8 | 12x9 — o

© Elta Fans Ltd
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Multiflow SMB - Square Cased

Accessories
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Mounting Feet

50

Weight
Product Fan g
—_— Code Si . B ke
1ze (Per Set)
060-MFB-01 350 238 364 0.22
2102 060-MFB-01 400 263 424 0.22
ﬁ 060-MFB-01 450 288 414 0.22
‘ ‘ o 060-MFB-01 500 313 444 0.22
@ < é 060-MFB-01 550 343 494 0.22
9 060-MFB-01 650 393 544 0.22
= 060-MFB-01 700 418 594 0.22
B CENTRE TO CENTRE a
060-MFB-01 800 468 644 0.22 3
060-MFB-01 1000 568 744 0.22 3
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4 - For free standing mount or for use with
0 40 At
anti-vibration mounts

- Fix directly to flange
« Supplied in sets of 4 (less fixings)
- Folded galvanised steel

Silencers
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{~— DUCTMATE FLANGE
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Product Ductmate | Weight

Code s = ¢ D E Flange | kg

(MG MY | 350 | 400 | 1200 | 9 375 25 24

(Mt R | 400 | 450 | 1200 | 9 425 25 31 _

(R mY O [ 450 | 500 | 1200 | 9 475 25 38 : z::‘f’:’ntiizz z't':::’s;:in with
MY [ 500 | 550 | 1200 | 9 525 25 42 perforated steel lining gn | baffles
(MM [ 550 | 620 | 1200 | 11 | 585 35 49 . Infill i glass tissue faced high
(MM [ 650 | 720 | 1500 | 11 | 685 35 74 density mineral wool
X8V [ 700 | 770 | 1500 | 11 | 735 35 81

(XM [ 800 | 870 | 1800 | 11 | 835 35 17

(ST 8 [ 1000 | 1070 | 1800 | 11 | 1035 35 164
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Elta Fans Ltd - Applied Technology Elta Fans Ltd - Building Services

17 Barnes Walllis Road,

46 Third Avenue,

Segensworth East Industrial Estate, Pensnett Trading Estate, Kingswinford,
Fareham, Hampshire, PO15 5ST, United Kingdom. West Midlands, DY6 7US, United Kingdom.

Visit: eltafans.com

Applied Technology:
Building Services:

Export:

e-mail: mailbox@eltafans.co.uk

Tel: +44 (0) 1489 566500 Fax: +44 (0) 1489 566555
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