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Multiflow SMC - cylindrical
Sound Data

SMC - SINGLE Phase

Product dBA
Code 63Hz |125Hz |250Hz| 500Hz | 1kHz | 2kHz | 4kHz | 8kHz | @
3m

SMC315/2-5-2 79 74 76 72 7 70 68 60 56
SMC400/2-3-2 89 82 83 85 84 81 78 72 67
SMC315/4-5-2 63 61 61 59 54 51 44 4
SMC400/4-5-2 72 68 67 68 60 59 49 49
SMC450/4-5-2 76 74 7 69 65 62 54 52
SMC500/4-5-2 77 78 75 77 72 68 60 59
SMC560/4-5-2 80 79 80 80 77 66 72 63 61
SMC630/4-5-2 85 82 85 86 84 81 77 70 68

3888

SMC - THREE Phase

Product fes
Code 63Hz |125Hz |250Hz| 500Hz | 1kHz | 2kHz | 4kHz | 8kHz | @
3m

SMC560/4-5-3 79 78 79 79 76 74 70 62 60
SMC630/4-4-3 85 82 85 86 84 81 76 70 68
SMC710/4-5-3 86 83 86 86 84 82 78 70 68
SMC560/6-5-3 77 78 76 75 73 7 57 47 57
SMC630/6-5-3 77 78 77 75 75 7 68 56 58
SMC710/6-5-3 79 80 80 77 74 69 66 56 58
SMC800/6-5-3 86 84 80 85 79 74 66 58 64
SMC1000/6-5-3 90 89 86 86 83 79 70 63 67
SMC800/8-5-3 80 80 77 77 74 7 65 54 58
SMC1000/8-5-3 82 84 83 80 76 73 66 58 61

Acoustic data: tests and preparation of data have been carried out in accordance with BS848 Part 2(1985). The In-duct Sound Power Level Spectra are in dB re 1pW. The overall
A-Scale sound pressure level is at a distance of three metres with spherical propagation. It is expressed in dB re 20uPa and is presented for comparative purposes only as in
practice the semi-reverberant nature of any installation and directivity effects can give a different level.



Multiflow SMG - cylindrical

Performance Curves
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Multiflow SMG - cylindrical
Performance Curves
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Multiflow SMG - cylindrical

Performance Curves
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Multiflow SMG - cylindrical
Performance Curves
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Multiflow SMG - cylindrical

Performance Curves
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Multiflow SMC - Cylindrical

Accessories
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Impeller Guards Bell Mouth Inlets

- For improved airflow in
end of duct applications
- Fixed directly to fan

§ 8 S case flange
- Hot dipped galvanised
steel

- Available to order
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GUARD FIXING
CLIPS

Fan .

Product Fan |, | g |Weight E;%iuct Dia.| B | C | D | E :’(\;e'ght
Code Dia. kg A
078C-0315-C 315 | 335 | 21 "o gfm :itl:azl 241B-0400-BELL JEEMEE. B > | 515 | 45
078C-0400-C 400 | 420 | 26 16 - Fixwithclips 241B-0450-BELL | LTI N 8 | 570 | 53
0780-0450-C 50 e 29 18 & Screws 241B-0500-BELL 500 585 3 93 630 6.2
0780-0500-C =00 | 520 32 22 provided 241B-0560-BELL LY 3 105 | 700 7.5
0780-0560-C =50 | 28 2 25 241B-0630-BELL I INERAL] 3 105 | 780 9.0

241B-0710-BELL JERA[INENL!] 3 120 | 870 | 11.1
g;:ggsfgg sfg 3:3 :g ;2 PYARGINNGISIN | 800 | 885 | 3 135 | 970 | 135
0780-0800-C 300 20 50 35 241B-0900-BELL 900 1005 3 150 1090 17.3

P23 ST 810 [ 1000 | 1110 | 3 165 | 1200 | 20.0
078C-1000-C 1000 | 1020 | 60 45
Non Return Dampers - Prevents reverse flow of air when fan not operating

- Fixed directly to fan case flange
c - Hot dipped galvanised steel
E G HOLES @H - Galvanised steel butterfly type blades
1l I _— ONJPCD - Suitable for horizontal or vertical (upward airflow) mounting
= « Available to order
Fan .
Eg‘a‘i‘"’t Ria. B | C|D|E |G| H| J ‘:;e'g"t

019-0315-STD 315 375 180 210 2.0 8 10 355 7.5

019-0400-STD 400 475 220 270 3.0 8 12 450 9.0

019-0450-STD 450 530 220 280 3.0 8 12 500 12.0
019-0500-STD 500 585 220 315 3.0 12 12 560 18.0
019-0560-STD 560 645 220 375 3.0 12 12 620 21.0
019-0630-STD 630 715 250 420 3.0 12 12 690 25.0
019-0710-STD 710 795 250 470 3.0 16 12 770 29.0
019-0800-STD 800 885 300 525 3.0 16 12 860 34.0
I 019-1000-STD 1000 | 1100 | 420 646 4.0 16 15 1070 85.5
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Elta Fans Ltd - Applied Technology Elta Fans Ltd - Building Services

17 Barnes Walllis Road,

46 Third Avenue,

Segensworth East Industrial Estate, Pensnett Trading Estate, Kingswinford,
Fareham, Hampshire, PO15 5ST, United Kingdom. West Midlands, DY6 7US, United Kingdom.

Visit: eltafans.com

Applied Technology:
Building Services:

Export:

e-mail: mailbox@eltafans.co.uk

Tel: +44 (0) 1489 566500 Fax: +44 (0) 1489 566555
Tel: +44 (0) 1384 275800 Fax: +44 (0) 1384 275810
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