








SPD400/4-2 80 74 68 68 63 61 56 49 49

SPD450/4-2 78 81 70 71 70 68 62 55 54

SPD500/4-2 84 84 75 75 74 71 68 64 58

SPD550/4-2 89 85 78 78 77 73 72 71 61

SPD650/4-2 91 89 82 81 81 75 74 73 64

SPD400/6-2 76 72 63 63 61 56 52 48 45

SPD450/6-2 78 74 65 65 63 58 54 50 47

SPD500/6-2 76 73 66 66 64 61 58 50 48

SPD550/6-2 74 72 67 66 65 63 61 50 49

SPD650/6-2 79 77 70 69 68 65 63 54 52

SPD700/6-2 84 81 73 71 70 66 64 57 54

Product
Code 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

dBA
@
3m

SPD400/4-3 80 74 68 68 63 61 56 49 49

SPD450/4-3 78 81 70 71 70 68 62 55 54

SPD500/4-3 84 84 75 75 74 71 68 64 58

SPD550/4-3 89 85 78 78 77 73 72 71 61

SPD650/4-3 91 89 82 81 81 75 74 73 64

SPD700/4-3 94 94 86 85 86 77 77 76 68

SPD400/6-3 76 72 63 63 61 56 52 48 42

SPD450/6-3 78 74 65 65 63 58 54 50 45

SPD500/6-3 76 73 66 66 64 61 58 50 47

SPD550/6-3 74 72 67 66 65 63 61 50 49

SPD650/6-3 79 77 70 69 68 65 63 54 52

SPD700/6-3 84 81 73 71 70 66 64 57 54

Product
Code 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

dBA
@
3m

SPD - SINGLE Phase

SPD - THREE Phase

Acoustic data: tests and preparation of data have been carried out in accordance with BS848 Part 2(1985). The In-duct Sound Power Level Spectra are in dB re 1pW. The overall
A-Scale sound pressure level is at a distance of three metres with spherical propagation. It is expressed in dB re 20uPa and is presented for comparative purposes only as in
practice the semi-reverberant nature of any installation and directivity effects can give a different level.

Sound Data
Powerduct SPD - Square Cased
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Powerduct SPD - Square Cased

4 Pole 1Ph Range
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Powerduct SPD - Square Cased

060-MFB-01 400 263 244 0.22

060-MFB-01 450 288 344 0.22

060-MFB-01 500 313 344 0.22

060-MFB-01 550 343 444 0.22

060-MFB-01 650 393 444 0.22

060-MFB-01 700 418 444 0.22

Product
Code A B

Fan
Size
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A

062-S1G 64 50 43 5.5 20 M6 7 0.040

062-S2B 80 57 45 5 32 M8 12 x 9 0.100

Product
Code B DC E F GA

Weight
kg
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063-0400-MFB 400 2.6

063-0450-MFB 450 2.9

063-0500-MFB 500 3.2

063-0550-MFB 550 4.6

063-0650-MFB 650 5.4

063-0700-MFB 700 5.8

Product
Code 

Weight
kg

Fan
Size

Flexible Connectors

Anti-Vibration Mounts

Mounting Feet

  · Fit directly to mounting feet
· Rubber with steel insert
· Supplied as set of 4, 

complete with fixings

· Fix directly onto spigot
· Provides flexible 

connection between 
fan and accessory or 
duct 

· PVC coated polyester 
with galvanised sheet 
steel

· For free standing mount or for use 
with anti-vibration mounts.

· Fix directly to flange
· Supplied in sets of 4 (less fixings)
· Folded galvanised steel

Accessories

Weight
kg 
(Per Set)
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Accessories
Powerduct SPD - Square Cased

4 HOLES     D 

DUCTMATE FLANGE

AIRFLOW

E

A 

B

C

300 PLENUM

068-0400-MFB 400 450 1200 9 425 25 31

068-0450-MFB 450 500 1200 9 475 25 38

068-0500-MFB 500 550 1200 9 525 25 42

068-0550-MFB 550 620 1200 11 585 35 49

068-0650-MFB 650 720 1500 11 685 35 74

068-0700-MFB 700 770 1500 11 735 35 81

Product
Code B C D EA

Weight
kg

Ductmate
Flange

Silencers

· Baffle type silencers
· Galvanised steel casing 

with perforated steel lining 
and baffles

· Infill is glass tissue faced 
high density mineral wool

Silencer data (square & rectangular fans)
CE
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N.B. For explanation of silencer data see below

SELECT rectangular silencers are matched to the specific fan and are available in various lengths.

The inclusion of baffles in these silencers means that there is additional pressure drop in the
system which needs to be overcome by the fan.

The silencer data tables in this catalogue provide information required:

· For sound, deducting the appropriate ‘dBA Attenuation’ figure from the ‘dBA @ 3m’ figure in 
the relevant fan performance table gives a combined ‘dBA @ 3m’ figure for the fan and 
silencer combination.

· For pressure, the ‘ΔP’ figure should be added to the pre-attenuation pressure requirement 
before selecting the appropriate fan. This may well result in a need to select a different fan! 
Why not use the facility in the ‘Fans by Elta’ interactive CD Rom to do the work for you?
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